
The Heating Collection
Hugo2 Towel Rails & Accessories



Heating
Collection
Take the chill off any bathroom with our range of high quality heating options. 
Heated towel rails warm the room up beautifully while also adding a toasty  
feel to towels and robes, and they can be either plumbed into an existing  
central heating system or run as standalone electric appliances.

Tissino quality is evident throughout, from the rail itself – available in a number 
of luxurious finishes – to the essential fittings and accessories that help  
ensure superb performance.
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Product Overview | HUGO2
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Hugo2
The Hugo2 collection combines engineering efficiency with  
breath-taking Italian-inspired design. The exquisitely designed 
heated towel rails are available in ten different sizes and a range 
of colours from gleaming Chrome to the contemporary finishes 
of Matt Black, Anthracite, Arabica, Lusso Grey and Mont Blanc. 
The combination of attention to detail and quality craftsmanship 
makes the Hugo2 collection the perfect heating solution for any 
design-conscious bathroom.
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Tissino Quality Mark indicates 
the highest possible standards 
in product testing and finish.

Available in six colours

Colour matched copper 
pipes & shrouds

Anthracite

Lusso Grey

Mont Blanc

Chrome

Arabica

Chrome double angled valve 
with thermostatic head

Matt Black

Temperature Regulating Heating Element

Available in ten different sizesTissino branded towel rails with elegant accessories

/ Exceptional heat output

/ 6 designer finishes to choose from

/  Choice of 10 sizes

/  Colour matched angled valves, straight valves 

and pipe & shrouds

/  Colour matched wall fixings

/ Discreet colour matched bleed valve

/  10 year guarantee

090 642 4000   l   info@tubstiles.ie   l   www.tubstiles.ie
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/ Hugo2 Colour Matched Fittings

/ Hugo2 Colour Matched Valves

/ Hugo2 Towel Hanger

/ Hugo2 Arabica 090 642 4000   l   info@tubstiles.ie   l   www.tubstiles.ie
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Steps to Choosing Your Towel Rail  | HUGO2
HUGO2 | Steps to Choosing Your Towel Rail 
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Five Helpful Steps:

Dual fuel valves
for wall connection

Dual fuel valves
for floor connection

Double angled valves

Straight valves

floor

floor

wall

wall

ELECTRIC
element only

CENTRAL
HEATING

DUAL FUEL
element and  

central heating

What is 
the heating
method?

Where do 
the pipes 
come from?

Which valve 
do I need?

CHOOSING THE 
YOUR SIZE

To choose the best size towel rail for your 
bathroom, use our heat output calculator online, 
then check that the suggested towel rail fits the 
space available.  
www.tissino.co.uk/heat-output-calculator.

Selecting the Heating Method:

Dual Fuel
Heating element and valves required:

A dual fuel towel rail is plumbed into your central heating system 
and features an electric heating element which is purchased 
separately to the towel rail. A dual fuel towel rail can be heated 
by the main heating system in the house, or when the heating 
system is not in operation it can be isolated and heated by the 
element. This gives you the luxury of heated towels all year 
round without having to use the heating system in summer 
periods. We make this easy by supplying a set of dual fuel valves 
specifically designed for this installation scenario with wall or floor 
connections, these must also be purchased separately. See our  
3 step guide to creating a dual fuel radiator on page 208.

CHOOSING THE 
YOUR COLOUR

The Hugo2 range includes a selection of six 
colours from gleaming Chrome to the luxury 
smooth finishes of Matt Black, Anthracite, 
Arabica, Lusso Grey and Mont Blanc.

SELECT THE  
HEATING METHOD

Hugo2 towel rails can be supplied in a variety of heating methods, 
making sure we can accommodate for each and every home. 
Please see the information below and overleaf which will help you 
select the appropriate heating method for your new towel rail.

Central Heating
Valves required:

Most homes in the UK already have central 
heating. If such a system is in place, you can 
simply plumb your new towel rail into your 
existing central heating system. Hugo2 towel 
rails produce enough BTU to warm your towels 
and heat the bathroom the same way as a 
traditional radiator.

Electrical Rail
Heating element required:

For homes without central heating or for those 
looking to quickly add a heated towel rail to the 
room without the upheaval or cost of re-routing 
pipes, an electric towel rail can offer the perfect 
solution. They are very easy and quick to install 
by a qualified electrician and offer a cost-
effective way of keeping towels and robes etc. 
warm and dry. Our towel rails can be converted 
into electric towel rails, we will fill the rail with 
a special heating fluid, install the appropriate 
heating element, seal and test.

CHOOSING YOUR RAIL VALVES

Choosing the correct valves for your radiator is essential 
but can be slightly confusing with so many options to 
choose from. Follow the table below to find out what 
valves you require for your radiator.

ADD THE FINISHING TOUCH

Colour matched pipe and shrouds and towel hangers 
can be purchased to add that extra touch of class to 
your towel rail. See page 207

1 2 3 4 5

090 642 4000   l   info@tubstiles.ie   l   www.tubstiles.ie



HUGO2 TOWEL RAIL FINISHES

The beautifully designed heated towel rails are available in a range of contemporary colours, including Matt Black, Anthracite, 
Arabica, Lusso Grey, Mont Blanc and gleaming Chrome. Every Hugo2 heated towel rail also benefits from colour-matched pipes 
and shrouds and valves, ensuring that the entire installation looks as good as it should.

HUGO2 TOWEL RAIL SIZES

No matter what size you need, all of our towel rails excel when it comes to performance, delivering exceptional heat output to keep your 
bathroom warm and comfortable. To choose the best size towel rail for your bathroom, use our heat output calculator online, then check 
that the suggested towel rail fits the space available. www.tissino.co.uk/heat-output-calculator
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Steps to Choosing Your Towel Rail | HUGO2

/ Hugo2 Anthracite
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Matt Black Anthracite Arabica Lusso Grey Mont Blanc Chrome

H 812 x W 500H 652 x W 400H 600 x W 800 H 812 x W 600 H 1212 x W 400 H 1212 x W 500 H 1212 x W 600 H 1652 x W 400 H 1652 x W 500 H 1652 x W 600

H 600 x W 800 H 652 x W 400 H 1212 x W 400 H 1212 x W 500 H 1212 x W 600 H 1652 x W 400 H 1652 x W 500 H 1652 x W 600H 812 x W 500 H 812 x W 600

090 642 4000   l   info@tubstiles.ie   l   www.tubstiles.ie
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See inside cover for product features key

Hugo2 exceeds CE quality requirements and heat outputs have been tested to EN442

CC Tappings are 40mm less than the rail width and approx. 70mm from wall. We recommend 
using Hugo2 in a closed system incorporating an anti-corrosion inhibitor. All heat outputs based 
on Delta ∆t 60°C.

Towel Rail 
Diagram Size Output 

BTU/HR
Output 
Watts

Element required for  
Dual Fuel conversion Code

A 600 x 800 2306 676 300 watt U29162

B 652 x 400 1272 373 150 watt U29163

C 812 x 500 1941 569 300 watt U29164

D 812 x 600 2320 680 300 watt U29165

E 1212 x 400 2259 662 300 watt U29166

F 1212 x 500 2847 834 600 watt U29167

G 1212 x 600 3403 997 600 watt U29168

H 1652 x 400 3023 886 600 watt U29169

I 1652 x 500 3890 1140 600 watt U29170

J 1652 x 600 4649 1363 900 watt U29171

For Dual Fuel please see page 23

Towel Rail 
Diagram Size Output 

BTU/HR
Output 
Watts Code

A 600 x 800 2306 676 U41990*

B 652 x 400 1272 373 U41991*

C 812 x 500 1941 569 U41992*

D 812 x 600 2320 680 U41993*

E 1212 x 400 2259 662 U41994*

F 1212 x 500 2847 834 U41995*

G 1212 x 600 3403 997 U41996*

H 1652 x 400 3023 886 U41997*

I 1652 x 500 3890 1140 U41998*

J 1652 x 600 4649 1363 U41999*

For Dual Fuel please see page 23

Towel Rail 
Diagram Size Output 

BTU/HR
Output 
Watts Code

A 600 x 800 2306 676 U42000*

B 652 x 400 1272 373 U42001*

C 812 x 500 1941 569 U42002*

D 812 x 600 2320 680 U42006*

E 1212 x 400 2259 662 U42007*

F 1212 x 500 2847 834 U42008*

G 1212 x 600 3403 997 U42009*

H 1652 x 400 3023 886 U42010*

I 1652 x 500 3890 1140 U42012*

J 1652 x 600 4649 1363 U42013*

For Dual Fuel please see page 23

Electric Rails  
Standard Element
(Standard element heats to 
full power when switched on)

Central Heating

Electric Rails  
Thermostatic Element
(Thermostatic element heat 
performance can be regulated)

090 642 4000   l   info@tubstiles.ie   l   www.tubstiles.ie



H
E

A
T

IN
G

H
E

A
T

IN
G

1211

Anthracite Towel Rail | HUGO2HUGO2 | Anthracite Towel Rail
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See inside cover for product features key

Hugo2 exceeds CE quality requirements and heat outputs have been tested to EN442

CC Tappings are 40mm less than the rail width and approx. 70mm from wall. We recommend 
using Hugo2 in a closed system incorporating an anti-corrosion inhibitor. All heat outputs based 
on Delta ∆t 60°C.

Towel Rail 
Diagram Size Output 

BTU/HR
Output 
Watts

Element required for  
Dual Fuel conversion Code

A 600 x 800 2306 676 300 watt U91933

B 652 x 400 1272 373 150 watt

C 812 x 500 1941 569 300 watt U78284*

D 812 x 600 2320 680 300 watt U78285

E 1212 x 400 2259 662 300 watt U86243*

F 1212 x 500 2847 834 600 watt U78286

G 1212 x 600 3403 997 600 watt U78287

H 1652 x 400 3023 886 600 watt U86247

I 1652 x 500 3890 1140 600 watt U78289*

J 1652 x 600 4649 1363 900 watt U78290

For Dual Fuel please see page  23

Towel Rail 
Diagram Size Output 

BTU/HR
Output 
Watts Code

A 600 x 800 2306 676 U42014*

B 652 x 400 1272 373 U42015*

C 812 x 500 1941 569 U42016*

D 812 x 600 2320 680 U42017*

E 1212 x 400 2259 662 U42018*

F 1212 x 500 2847 834 U42019*

G 1212 x 600 3403 997 U42020*

H 1652 x 400 3023 886 U42021*

I 1652 x 500 3890 1140 U42022*

J 1652 x 600 4649 1363 U42023*

For Dual Fuel please see page  23

Towel Rail 
Diagram Size Output 

BTU/HR
Output 
Watts Code

A 600 x 800 2306 676 U42024*

B 652 x 400 1272 373 U42025*

C 812 x 500 1941 569 U42026*

D 812 x 600 2320 680 U42027*

E 1212 x 400 2259 662 U42028*

F 1212 x 500 2847 834 U42029*

G 1212 x 600 3403 997 U42030*

H 1652 x 400 3023 886 U42031*

I 1652 x 500 3890 1140 U42032*

J 1652 x 600 4649 1363 U42033*

For Dual Fuel please see page  23

Electric Rails  
Standard Element
(Standard element heats to 
full power when switched on)

Central Heating

Electric Rails  
Thermostatic Element
(Thermostatic element heat 
performance can be regulated)

U78283*

090 642 4000   l   info@tubstiles.ie   l   www.tubstiles.ie
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HUGO2 | Arabica Towel Rail Arabica Towel Rail | HUGO2

See inside cover for product features key

Hugo2 exceeds CE quality requirements and heat outputs have been tested to EN442

CC Tappings are 40mm less than the rail width and approx. 70mm from wall. We recommend 
using Hugo2 in a closed system incorporating an anti-corrosion inhibitor. All heat outputs based 
on Delta ∆t 60°C.

Towel Rail 
Diagram Size Output 

BTU/HR
Output 
Watts

Element required for  
Dual Fuel conversion Code

A 600 x 800 2306 676 300 watt U91934

B 652 x 400 1272 373 150 watt U78292

C 812 x 500 1941 569 300 watt U78293*

D 812 x 600 2320 680 300 watt U78294

E 1212 x 400 2259 662 300 watt U86244*

F 1212 x 500 2847 834 600 watt U78295*

G 1212 x 600 3403 997 600 watt U78296

H 1652 x 400 3023 886 600 watt U86248*

I 1652 x 500 3890 1140 600 watt U78298*

J 1652 x 600 4649 1363 900 watt U78299

For Dual Fuel please see page  23

Towel Rail 
Diagram Size Output 

BTU/HR
Output 
Watts Code

A 600 x 800 2306 676 U42034*

B 652 x 400 1272 373 U42035*

C 812 x 500 1941 569 U42036*

D 812 x 600 2320 680 U42037*

E 1212 x 400 2259 662 U42038*

F 1212 x 500 2847 834 U42039*

G 1212 x 600 3403 997 U42040*

H 1652 x 400 3023 886 U42041*

I 1652 x 500 3890 1140 U42042*

J 1652 x 600 4649 1363 U42043*

For Dual Fuel please see page  23

Towel Rail 
Diagram Size Output 

BTU/HR
Output 
Watts Code

A 600 x 800 2306 676 U42044*

B 652 x 400 1272 373 U42045*

C 812 x 500 1941 569 U42046*

D 812 x 600 2320 680 U42047*

E 1212 x 400 2259 662 U42048*

F 1212 x 500 2847 834 U42049*

G 1212 x 600 3403 997 U42050*

H 1652 x 400 3023 886 U42051*

I 1652 x 500 3890 1140 U42052*

J 1652 x 600 4649 1363 U42053*

For Dual Fuel please see page  23
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Electric Rails  
Standard Element
(Standard element heats to 
full power when switched on)

Central Heating

Electric Rails  
Thermostatic Element
(Thermostatic element heat 
performance can be regulated)

090 642 4000   l   info@tubstiles.ie   l   www.tubstiles.ie
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HUGO2 | Lusso Grey Towel Rail
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Lusso Grey Towel Rail | HUGO2

Towel Rail 
Diagram Size Output 

BTU/HR
Output 
Watts

Element required for  
Dual Fuel conversion Code

A 600 x 800 2306 676 300 watt U91936

B 652 x 400 1272 373 150 watt U89140

C 812 x 500 1941 569 300 watt U89141*

D 812 x 600 2320 680 300 watt U89142

E 1212 x 400 2259 662 300 watt U11647*

F 1212 x 500 2847 834 600 watt U89144*

G 1212 x 600 3403 997 600 watt U89145

H 1652 x 400 3023 886 600 watt U89146*

I 1652 x 500 3890 1140 600 watt U89147*

J 1652 x 600 4649 1363 900 watt U89148

For Dual Fuel please see page  23

Towel Rail 
Diagram Size Output 

BTU/HR
Output 
Watts Code

A 600 x 800 2306 676 U42054*

B 652 x 400 1272 373 U42055*

C 812 x 500 1941 569 U42056*

D 812 x 600 2320 680 U42057*

E 1212 x 400 2259 662 U42058*

F 1212 x 500 2847 834 U42059*

G 1212 x 600 3403 997 U42060*

H 1652 x 400 3023 886 U42061*

I 1652 x 500 3890 1140 U42062*

J 1652 x 600 4649 1363 U42063*

For Dual Fuel please see page 23

Towel Rail 
Diagram Size Output 

BTU/HR
Output 
Watts Code

A 600 x 800 2306 676 U42064*

B 652 x 400 1272 373 U42065*

C 812 x 500 1941 569 U42066*

D 812 x 600 2320 680 U42067*

E 1212 x 400 2259 662 U42068*

F 1212 x 500 2847 834 U42069*

G 1212 x 600 3403 997 U42070*

H 1652 x 400 3023 886 U42071*

I 1652 x 500 3890 1140 U42072*

J 1652 x 600 4649 1363 U42073*

For Dual Fuel please see page  23
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See inside cover for product features key

Hugo2 exceeds CE quality requirements and heat outputs have been tested to EN442

CC Tappings are 40mm less than the rail width and approx. 70mm from wall. We recommend 
using Hugo2 in a closed system incorporating an anti-corrosion inhibitor. All heat outputs based 
on Delta ∆t 60°C.

Electric Rails  
Standard Element
(Standard element heats to 
full power when switched on)

Central Heating

Electric Rails  
Thermostatic Element
(Thermostatic element heat 
performance can be regulated)

090 642 4000   l   info@tubstiles.ie   l   www.tubstiles.ie
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HUGO2 | Mont Blanc Towel Rail
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Mont Blanc Towel Rail | HUGO2

Towel Rail 
Diagram Size Output 

BTU/HR
Output 
Watts

Element required for  
Dual Fuel conversion Code

A 600 x 800 2306 676 300 watt U91935

B 652 x 400 1272 373 150 watt U78274*

C 812 x 500 1941 569 300 watt U78275*

D 812 x 600 2320 680 300 watt U78276

E 1212 x 400 2259 662 300 watt U86245*

F 1212 x 500 2847 834 600 watt U78277*

G 1212 x 600 3403 997 600 watt U78278

H 1652 x 400 3023 886 600 watt U86249*

I 1652 x 500 3890 1140 600 watt U78280*

J 1652 x 600 4649 1363 900 watt U78281*

For Dual Fuel please see page  23

Towel Rail 
Diagram Size Output 

BTU/HR
Output 
Watts Code

A 600 x 800 2306 676 U42074*

B 652 x 400 1272 373 U42075*

C 812 x 500 1941 569 U42076*

D 812 x 600 2320 680 U42077*

E 1212 x 400 2259 662 U42078*

F 1212 x 500 2847 834 U42079*

G 1212 x 600 3403 997 U42080*

H 1652 x 400 3023 886 U42081*

I 1652 x 500 3890 1140 U42082*

J 1652 x 600 4649 1363 U42083*

For Dual Fuel please see page  23

Towel Rail 
Diagram Size Output 

BTU/HR
Output 
Watts Code

A 600 x 800 2306 676 U42084*

B 652 x 400 1272 373 U42085*

C 812 x 500 1941 569 U42086*

D 812 x 600 2320 680 U42087*

E 1212 x 400 2259 662 U42088*

F 1212 x 500 2847 834 U42089*

G 1212 x 600 3403 997 U42090*

H 1652 x 400 3023 886 U42091*

I 1652 x 500 3890 1140 U42092*

J 1652 x 600 4649 1363 U42093*

For Dual Fuel please see page  23

See inside cover for product features key

Hugo2 exceeds CE quality requirements and heat outputs have been tested to EN442

CC Tappings are 40mm less than the rail width and approx. 70mm from wall. We recommend 
using Hugo2 in a closed system incorporating an anti-corrosion inhibitor. All heat outputs based 
on Delta ∆t 60°C.

Electric Rails  
Standard Element
(Standard element heats to 
full power when switched on)

Central Heating

Electric Rails  
Thermostatic Element
(Thermostatic element heat 
performance can be regulated)
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HUGO2 | Chrome Towel Rail
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Chrome Towel Rail | HUGO2

Towel Rail 
Diagram Size Output 

BTU/HR
Output 
Watts

Element required for  
Dual Fuel conversion Code

A 600 x 800 1518 445 300 watt U91932

B 652 x 400 828 243 150 watt U78301

C 812 x 500 1263 370 300 watt U78302*

D 812 x 600 1522 446 300 watt U78303

E 1212 x 400 1440 422 300 watt U86242*

F 1212 x 500 1845 541 600 watt U78304

G 1212 x 600 2220 651 600 watt U78305

H 1652 x 400 2013 590 600 watt U86250*

I 1652 x 500 2517 738 600 watt U78307*

J 1652 x 600 3026 887 900 watt U78308

For Dual Fuel please see page  23

Towel Rail 
Diagram Size Output 

BTU/HR
Output 
Watts Code

A 600 x 800 1518 445 U42094*

B 652 x 400 828 243 U42095*

C 812 x 500 1263 370 U42096*

D 812 x 600 1522 446 U42097*

E 1212 x 400 1440 422 U42098*

F 1212 x 500 1845 541 U42103*

G 1212 x 600 2220 651 U42131*

H 1652 x 400 2013 590 U42132*

I 1652 x 500 2517 738 U42133*

J 1652 x 600 3026 887 U42134*

For Dual Fuel please see page  23

Towel Rail 
Diagram Size Output 

BTU/HR
Output 
Watts Code

A 600 x 800 1518 445 U42135*

B 652 x 400 828 243 U42136*

C 812 x 500 1263 370 U42137*

D 812 x 600 1522 446 U42138*

E 1212 x 400 1440 422 U42139*

F 1212 x 500 1845 541 U42140*

G 1212 x 600 2220 651 U42141*

H 1652 x 400 2013 590 U42142*

I 1652 x 500 2517 738 U42143*

J 1652 x 600 3026 887 U42144*

For Dual Fuel please see page  23

See inside cover for product features key

Hugo2 exceeds CE quality requirements and heat outputs have been tested to EN442

CC Tappings are 40mm less than the rail width and approx. 70mm from wall. We recommend 
using Hugo2 in a closed system incorporating an anti-corrosion inhibitor. All heat outputs based 
on Delta ∆t 60°C.

Electric Rails  
Standard Element
(Standard element heats to 
full power when switched on)

Central Heating

Electric Rails  
Thermostatic Element
(Thermostatic element heat 
performance can be regulated)

090 642 4000   l   info@tubstiles.ie   l   www.tubstiles.ie
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Valves & Accessories | HUGO2

Straight Valves (Pair)

Finish Code

Matt Black U29061

Anthracite U78325

Arabica U78326

Lusso Grey U89150

Mont Blanc U78324

Chrome U78327

See inside cover for product features key

Doubled Angled Valves (Pair)

Finish Code

Matt Black U29173

Anthracite U78320

Arabica U78321

Lusso Grey U89149

Mont Blanc U78319

Chrome U78322

Premium Chrome (including thermostatic head) U78323*

15mm Copper Pipes & Shrouds (Pair)

Finish Code

Matt Black U29174

Anthracite U78330

Arabica U78331

Lusso Grey U89151

Mont Blanc U78329

Chrome U78332*

Pipe and shrouds are 15mm coated copper piping which 
carries the heating water and cannot be retro-fitted.

/ U78333 / U78334

/ U78323

/ U78330

/ U78331

/ U89151

/ U78329

/ U78332

/ U29174

/ U78320

/ U78321

/ U89149

/ U78319

/ U78323

/ U29173

/ U78325

/ U78326

/ U89150

/ U78324

/ U78327

/ U29061

Hugo2 Hanger

Finish Code

400mm U78333*

500mm U78334

Towel hangers can only be used with the Hugo2 towel rails 

U78325

090 642 4000   l   info@tubstiles.ie   l   www.tubstiles.ie



HUGO2 | 3 Easy Steps to Create a Dual Fuel Radiator
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Recommended Heating Element | HUGO2

CHOOSE THE TOWEL 
RAIL SIZE & COLOUR

See page 183 for shape and finish.
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CHOOSE THE ELEMENT

The recommend element size is listed within each towel rail. 
See individual product page or the table opposite.

Ideal for summer use, heating elements can be switched  
on for towel warming when the central heating is off.  
The element needed for each rail is listed on the product 
pages or on the table opposite.

CHOOSE THE DUAL FUEL 
VALVES FOR A WALL OR  
FLOOR CONNECTION

A dual fuel towel rail is plumbed into your central heating 
system and features an electric heating element  
(purchased separately).

A dual fuel towel rail can be heated by the main heating 
system in the house, or when the heating system is not in 
operation it can be isolated and heated by the element.  
This gives you the luxury of heated towels all year round 
without having to use the heating system in summer periods. 

Dual Fuel Valves - Wall Plumbing Connection

Finish Code

Matt Black U29175*

Anthracite U89159*

Arabica U89160*

U89162*

U89161*

U89152*

Lusso Grey

Mont Blanc

Chrome

Dual Fuel Valves - Floor Plumbing Connection

Finish Code

U29176*

U89164*

U89165*

U89167*

U89166*

U89163*

Matt Black

Anthracite

Arabica

Lusso Grey

Mont Blanc

Chrome

Heating Elements

Style Code

Standard Heating Element (IP55)-150W / 230V THU-410

Standard Heating Element (IP55)-300W / 230V THU-411

Standard Heating Element (IP55)-600W / 230V THU-407

Standard Heating Element (IP55)-900W / 230V THU-408

Temperature Regulating Heating Elements

Size Recommended Element Matt Black Anthracite Arabica Lusso Grey Mont Blanc Chrome

652 x 400 150W / 230V U42157* U42162* U42166* U42170* U42174* U76376*

600 x 800 300W / 230V U42158* U42163* U42167* U42171* U42175* U76378*

812 x 500 300W / 230V U42158* U42163* U42167* U42171* U42175* U76378*

812 x 600 300W / 230V U42158* U42163* U42167* U42171* U42175* U76378*

1212 x 400 300W / 230V U42158* U42163* U42167* U42171* U42175* U76378*

1212 x 500 600W / 230V U42160* U42164* U42168* U42172* U42176* U76380*

1212 x 600 600W / 230V U42160* U42164* U42168* U42172* U42176* U76380*

1652 x 400 600W / 230V U42160* U42164* U42168* U42172* U42176* U76380*

1652 x 500 600W / 230V U42160* U42164* U42168* U42172* U42176* U76380*

1652 x 600 600W / 230V - - - - - U76380*

1652 x 600 900W / 230V U42161* U42165* U42169* U42173* U42177*

T-piece not included

Standard Heating Elements

Size Recommended Element Code

652 x 400 150W / 230V U76371*

600 x 800 300W / 230V U76372*

812 x 500 300W / 230V U76372*

812 x 600 300W / 230V U76372*

1212 x 400 300W / 230V U76372*

1212 x 500 600W / 230V U76373*

1212 x 600 600W / 230V U76373*

1652 x 400 600W / 230V U76373*

1652 x 500 600W / 230V U76373*

1652 x 600 600W / 230V U76373*

1652 x 600 900W / 230V U76374*

(Chrome only)

1 2 3

For colour matched elements see page 199Anthracite

Lusso Grey

Mont Blanc Chrome

Arabica

Matt Black
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/ Hugo2 Temperature Regulating Heating Element in Matt Black

/  Thermostatic element can be hardwired in. Casing goes to the wall to conceal wiring

/  Colour matching thermostatic elements

/  Digital screen allows you to set the temperature, ranging from 10 - 65 °C

/  Turbo mode allows you to set the towel rail to maximum heating temperature for 1-3 hours

/  Timer mode allows you to set the desired number of hours you would like the heater to be 
on for (1-9 hours)

Includes a Double Angled Valve and T-piece

Includes a Double Angled Valve and T-piece
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600 x 800 812 x 500 812 x 600 1212 x 400 1212 x 500 1212 x 600 1652 x 400 1652 x 500 1652 x 600652 x 400
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Branch Locator
Athlone | (090) 647 2745
Dublin Road, Brideswell Street, Athlone, Co Westmeath, N37 TF78

Cork | (021) 496 8148
Unit 3, Eastgate Retail Park, Cork, T45 TY81

Dublin - Sandyford | (01) 207 8010
Unit T4, Birch Avenue, Stillorgan Industrial Park, Sandyford, Co Dublin, A94 Y322

Dublin - Kylemore Road | (01) 620 2902
Unit 74B Kylemore Road, Kylemore, Dublin 10, D10 AW65

Ennis | (065) 684 4690
Unit 3, Block F, Quin Road Business Park, Ennis, Co Clare, V95 H31T

Galway | (091) 752 500
Unit 21-22, Biarhill Business Park, Ballybrit, Co Galway, H91 WT3P

Kilkenny | (056) 775 2752
Dublin Road, Kilkenny, Co Kilkenny, R95 DVX4

Limerick | (061) 318 155
Ballysimon Road, Limerick, Co Limerick, V94 P9W8

Navan | (046) 907 2880
Old Dublin Road, Navan, Co Meath, C15 P68N

Sligo | (071) 917 0325
Duck Park, Sligo, Co Sligo, F91 HW1A

Tralee | (066) 718 1800
The Horan Centre, Tralee, Co Kerry, V92 K4PX

Wexford | (053) 914 4871
Unit 5, Kerlogue Business Park, Rosslare Road, Wexford, Co Wexford, V35 XV8V
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